WA6RUZ’s VHF/UHF Field-Portable Station
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List of materials:

Old Test Equipment Shipping Box

    (retrieve from dumpster)

Samlex SEC1223 switching Power Supply

RIGrunner 4005 power distribution box
Switch, double pole-double through

     (used to select power supply or battery source)

Yaesu FT8800 Transceiver with Remote Kit

 MFJ-261 ClearTone Speaker

Prism Digital 7” ATSC Color TV

    (used to check (Off-the-Air) News Reports

Car LED Map Light & Socket with PowerPole
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Presto Clock/Timer

Mini-Mag mount 2mtr/70cm Antenna

Comet XXXX Mag mount Antenna

2- 1 ½” Pipe Clamps (to support short antenna mast)
External Connection Jacks on left-hand side:

     AC Jack (Equipment Type)
     Anderson Powerpole with mounting plates
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Power and Cable Option Cart:

Battery, PowerSonic PS-12350 12v. 35.0 Amp Hr.

Battery, Car type

Battery Trickle Charger, Exide 12v. 1.5 Amp

Power Inverter, 12v. DC to 110v. AC

2- 25’ RG-58 Coax 

2- 50’ RG-8X Coax

2- 50’ Power Extension Cords on reel
1- 25’ Heavy-duty Power Extension Cord
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Remote Antenna & Support System:

2- 10 foot 1 ¼ “ PVC cut into:
     5- 36” pieces
     2- 24” pieces
3- 1 ¼” PVC T-couplers
4- 1 ¼” PVC End Caps
1- 2-foot ¾” PVC schedule 40 

1- ¾” PVC Coupler

1- ¾” PVC Coupler with one end threaded

Diamond uhf antenna mount with coax

Diamond xxxxx Antenna

Bulb Changing Extendable Pole
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The only glued pieces are shown here ((
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